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15. Reliability Test

�" ��� 	 	 � �$ ��� 	 	 �"��! !"�
1 High Temperature Storage Test Ta = +95 , 240 hrs�
2 Low Temperature Storage Test Ta = -40 , 240 hrs�
3 High Temperature Operation Test Ta = +85 , 240 hrs�
4 Low Temperature Operation Test Ta = -30 , 240 hrs�

5 High Temperature & High Humidity 
Operation Test

Ta =+60 ,� 90%RH, 240 hrs
(No Condensation)

6 Thermal Shock Test (non-operating) -30� +80�, 200 Cycles
30min  30min

7 Vibration Test
(non-operating)

Frequency : 10 ~ 55 HZ
Amplitude : 1 mm

Sweep time : 11 min
Test Period : 6 Cycles for each direction of X, Y, Z

8 Shock Test
(non-operating)

100G , 6ms
Direction : �X , �Y , �Z

Cycle : 3 times

9 Electrostatic Discharge Test 
(non-operating)

200pF, 	
� +200V
1 time/each terminal

Ta: ambient temperature
Note : The protective film must be removed before temperature test.

 [Criteria]
 In the standard conditions, there is not display function NG issue occurred. (Including: line 
defect ,no image).All the cosmetic specification is judged before the reliability stress.
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16. Packing Diagram
TBD
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